Addendum to

“A Posted Frame Tale” by Roger Gendron

This article appeared in the March/April 2014, No. 408, issue of the Watch & Clock Bulletin.

Addendum 2. Seventeenth century lantern clock verge and pendulum striking train. Scale: Full.
**Addendum 3.** Seventeenth century lantern clock verge and pendulum dial train. Scale: Full.
QUARTERSAWN OAK CASE - FINAL LIST
JANUARY 5, 1994

BASE:

2 pcs. 3/4 x 7-1/4 x 13-5/8 (Spline in Front) SIDES
1 pc. 3/4 x 13 x 13-5/8 (Piece & Spline for Sides) FRONT
1 pc. 1-5/16 x 2-1/2 x 14-1/8 (Rabbet & Miter) FRONT PLINTH
2 pcs. 1-5/16 x 2-1/2 x 8-9/16 (Rabbet & Miter) SIDE PLINTHS
2 pcs. 7/8 x 2 x 6-1/2 (Cross Grain) TOP SIDE BLOCKING
2 pcs. 7/8 x 1-3/8 x 3 LOWER SIDE BLOCKING
2 pcs. 7/8 x 3/4 x 15-1/8 REAR FILLER
28" 1/4 x 7/8 (Straight Grain) SPLINES
2 pcs. 1/4 x 1 x 2-1/2 (Cross Grain) PLINTH SPLINES

TRUNK:

2 pcs. 3/4 x 5-7/8 x 66-3/8 (Rabbet Rear for Back) SIDES
2 pcs. 1/2 x 1-13/16 x 51-1/4 (Mortise Top & Bottom) FRONT STILES
2 pcs. 1/2 x 3-5/16 x 7-1/4 (9/16 Tenons - 6-1/8 Full) FRONT RAILS
30" 1-1/2 x 1-1/2 (Special Shape - Ogee Plus) UPPER TRUNK MOLDING
30" 1-1/2 x 1-1/2 (Special Shape - Ogee Plus) LOWER TRUNK MOLDING
2 pcs. 3/4 x 1-3/8 x 15-1/8 (Glue to Sides at Bottom) LOWER SPACERS
1 pc. 3/4 x 6-5/8 x 43-5/8 (Mold & Rabbet - 4 Edges) TRUNK DOOR

HOOD:

2 pcs. 3/4 x 7-11/16 x 14-7/16 (Miter 1 Long Edge, SIDES
Dovetail Top, Slot Mortise
Other Long Edge)
2 pcs. 3/4 x 1-5/8 x 14 (Miter 1 Long Edge, Mortise Top
& Bottom for Rails) FRON STILES
1 pc. 3/4 x 1-5/8 x 10-1/4 (9/16 Tenons - 9-1/8 Full) LOWER FRONT RAIL
1 pc. 3/4 x 3-1/4 x 10-1/4 (9/16 Tenons - 9-1/8 Full) UPPER FRONT RAIL
1 pc. 7/16 x 7-11/16 x 12-3/8 (Dovetail Ends) TOP
1 pc. 3/4 x 1-1/16 x 11-3/8 (Tenon Ends) REAR FILLER
30" 1/4" Quarter Round (4 - 8-5/8" pcs. Miter Ends) WINDOW FRAME
34" 7/8 x 2-13/16 (Special Shape - Double Cove) CROWN MOLDING BASE
44" 2 x 2 1/8 (Special Shape - Ogee Plus) MID-CROWN MOLDING
48" 1/2 x 1-1/4 (Special Shape) CROWN MOLDING TOP

BACK, BOTTOM & SEAT BOARD:

1 pc. 1/2 x 9-1/4 x 78-1/2 (Slot Mortise Both Sides CASE BACK
at Top, Red Pine)
2 pcs. 1/2 x 1-7/16 x 13-5/8 (Tenon Inner Edge, Rabbet BACK EXTENSIONS
Outer Edge)
1 pc. 1/2 x 7-7/16 x 12 (Cope Front Corners, Red Pine) CASE BOTTOM
1 pc. 3/4 x 5-11/16 x 9-3/4 (Hole for Chains - Seating SEAT BOARD
Holes for Movement Feet)

HOOD PILLARS:

4 pcs. 1 x 1 x 15 (Turned per Print - Red Maple - 2 Three PILLARS
Quarters, 2 Halves)

HARDWARE:

2 assys. (See Page 6 for Drawings) TRUNK DOOR HINGES
1 assy. (See Page 7 for Drawings) TRUNK LATCH
1 assy. (See Page 8 for Drawings) SPOON LOCKING DEVICE
1 assy. (See Page 9 for Drawings) HOOD LATCH

Addendum 10. Quartersawn oak case configuration at top of base. Scale: Full.
Addendum 11. Quartersawn oak case configuration at top of trunk. Scale: Full.
Addendum 14. Quartersawn oak case hinges for trunk door.
**Addendum 18.** Quartersawn oak case hood pillars. Scale: full. Notes: 1. Radial differences based on right to left on lathe. 2. Turn 1/64 (.015) oversize (minimum) to 1/32 oversize (maximum).